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0230 / 0231 Workshop calipers with parallax-free reading A

3

DIN
862

(|
0231 5602

Model Delivery

= Parallax-free reading = Stepped jaws for inside measurement: = Cardboard box

= Stainless steel 10 mm, for measuring range

* Reading parts have a satin chrome 500 mm: 20 mm

finish = Direct reading of internal and external

= DIN 862 measurements

= Locking screw = High-precision laser graduation on the

= Knife points vernier and scale
M| %4 Measuring range Jaw length Reading Error limit Order no. List price

mm inch mm \ inch mm mm EUR

Without fine adjustment
. 0-200 0-8 80 3.0 0.05 0.05 0230 501 140.00
. 0-250 0-10 80 3.0 0.05 0.05 0230 502 156.00
. 0-300 0-12 90 35 0.05 0.05 0230 503 171.00
. 0-500 0-20 150 6.0 0.05 0.07 0230508 489.00
With fine adjustment
. 0-200 0-8 80 3.0 0.05 0.05 0231 501 166.00
. 0-250 0-10 80 3.0 0.05 0.05 0231 502 182.00
. 0-300 0-12 90 3.5 0.05 0.05 0231 503 197.00
. 0-500 0-20 150 6.0 0.05 0.07 0231 508 535.00

CZ = QuickLock .L = QuickStart /;/5‘\ =Waterproof acc. IP %= =Data output 1"‘ =DIN \_39



