interchangeable marking scribers

0300 Scribers 7
M| % | Length Material Order no. List price
mm EUR
With straight screw-in scriber
— 175 Chromium-vanadium steel, 0300 007 200
hardened
e — o) 175 Carbide-tipped 0300 103 9.90
With one straight and one L-shaped screw-in scribers
Chromium-vanadium steel,
’ 250 hardened 0300 008 2.20
With one straight and one angled screw-in and burnished scribers
f_—_ 200 Chromium-vanadium steel, 0300 011 200
hardened
/_"_E‘_ 250 Carhide-tipped 0300 114 8.40
With a mechanic and pocket clip
A N 150 Carhide-tipped 0300 120 12.30
One piece hexagonal body with a pocket clip
] 180 Garbide-tipped 0300 102 5.40
With straight scriber. plastic handle. With straight scriber. ball point pen form. incl. 20

Chromium-vanadium steel,

e — SE=EE 125 hardened 0300 013 9.80
For scriber 0300 008. With straight scriber. plastic handle
e 5] 110 Carhide-tipped 0300 112 450
0300 Replacement scribers A
P | 24 Length Material Order no. List price
mm EUR
For scribers 0300 007, 0300 008
86 Chromium-vanadium steel. 0300 009 100
hardened
For scriber 0300 008
80 Chromium-vanadium steel. 0300 010 100
hardened
For scriber 0300 013: (Package = 50 pieces)
Chromium-vanadium steel.
16 hardened 0300 014 340
For scribers 0300 120
\ 33 \ Carhide 0300 130 3.30
E_.‘ Marked = = excess length/excess weight | Marked = = includes a FO.C. calibration certificate, traceable to national standards



