0700 Dial gauges, graduation 0.1 mm A

Model Delivery

= Metal housing = Fitted case
* Measuring spindle is made of
stainless steel
= Replacement probe tip M 2.5
= Clamping shank @ 8 mm
= Factory standard

0700 102 . 0700 104
M| T Measuring span Scale graduation value Range per rev. Outer ring (Bezel) Order no. List price
mm mm mm @ mm EUR
10 0.1 10 40 0700 100 60.00
5 0.1 5 40 0700 101 60.00
10 0.1 10 58 0700 102 46.00
Straight line revolution counter
| ] 30 \ 0.1 10 58 0700 104 53.00
0702 Dial gauge with concentric mm display A
DIN
L)
Model Delivery
= Metal housing = Fitted case
= Measuring spindle is made
of stainless steel
* Replacement probe tip M 2.5
= Clamping shank @ 8 mm
= With a concentric pointer
= DIN 878
0702 106
D | % Measuring span Scale graduation value Range per rev. Outer ring (Bezel) Order no. List price
mm mm mm @ mm EUR
| 10 \ 0.01 \ 1 \ 58 | 072106 | 6100
132

E_/ﬂ Marked = = excess length/excess weight Pl Marked = = includes a FO.C. calibration certificate, traceable to national standards



