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HELIOS - PREISSER

0806 External micrometers with friction clutch A
DIN
3631
Model Delivery
= DIN 863-1 * Fixed quick drive * Plastic case
0-25mm. 0.01mm * Reading: 0.01 mm = Carbide measuring = From measuring range
* Reading parts are satin faces 25 - 50 mm upwards
chrome finished = Thermally insulated includes a setting gauge
0806 501 * Locking lever
= With friction clutch
(ratchet)
Md| % | Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR
0-25 0.5 6.5 18 0.004 0806 501 32.70
25-50 0.5 6.5 18 0.004 0806 502 35.80
50 -75 0.5 6.5 18 0.005 0806 503 39.00
75-100 0.5 6.5 18 0.005 0806 504 42.10
Set of external micrometers with friction clutch o
DIN
863-1
Delivery
= Includes 4 external micrometers
* Incl. setting gauges 25/50/75 mm
= Wooden case
0806 513
M4 | % | Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR
| 0- 100 \ 05 \ 65 \ 18 \ 0.005 | 0806513 |  154.00

CZ = QuickLock .L = QuickStart /:,/5‘\ =Waterproof acc. IP %= =Data output 1"‘ =DIN \_89
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0806 External micrometers A

DIN
3631
Delivery
DIN 863-1 Ratchet stop = Plastic case
* Reading 0.01 mm = Carbide measuring = From measuring range
* Reading parts are satin faces 25 - 50 mm upwards
chrome finished = Thermally insulated includes a setting
= Locking lever = Coated steel frame standard
bd | % | Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR
0-25 0.5 6.5 175 0.004 0806 521 44.80
25-50 05 6.5 175 0.004 0806 522 71.00
50-75 05 6.5 175 0.005 0806 523 87.00
75 - 100 0.5 6.5 175 0.005 0806 524 101.00
100 - 125 0.5 6.5 175 0.006 0806 525 137.00
125 - 150 05 6.5 175 0.006 0806 526 154.00
150 - 175 0.5 6.5 17.5 0.007 0806 527 171.00
175 - 200 0.5 6.5 175 0.007 0806 528 188.00
0806 Set of external micrometers o
DIN
863-1
Delivery
= Includes 4 external micrometers
= Incl. setting gauges
25 + 75 mm or
125 + 175 mm
= Wooden case
DM | % Measuring range Pitch Spindle dia. Thimble dia. Order no. List price
mm mm mm mm EUR
0-100 05 6.5 175 0806 540 264.00
100 - 200 0.5 6.5 175 0806 542 581.00
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E_/‘ Marked = = excess length/excess weight

DI Marked * = includes a FO.C. calibration certificate, traceable to national standards



