0810 External micrometers

A

Model

HELIOS - PREISSER

A

DIN
3631

Delivery

= DIN 863-1 = Spheroid ductile iron = Wooden case
= Reading: 0.01 mm frame, lacquered
0810504 - Reading parts are satin = Ratchet stqop
chrome finished = Carbide measuring faces
= Locking ring = Thermally insulated
Md| % | Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR
0-25 1 8 30 0.004 0810 501 248.00
25-50 1 8 30 0.004 0810 502 262.00
50 - 75 1 8 30 0.005 0810 503 275.00
75 - 100 1 8 30 0.005 0810 504 292.00

DIN
0815 530 863-1
Model Delivery
= DIN 863-1 = Wooden case
= Reading: 0.01 mm
= Reading parts are satin
chrome finished
= Steel bracket lacquered
= Ratchet stop
= Carbide measuring faces
Md | % | Measuring range | Frame depth Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm mm EUR
0-25 100 1 8 24 0.004 0815 510 261.00
0-25 150 1 6.5 24 0.004 0815 514 275.00
0-25 250 1 6.5 24 0.004 0815 518 344.00
0-50 50 1 8 24 0.004 0815 530 296.00
0-50 100 1 8 24 0.004 0815 534 437.00
50 - 100 100 1 8 24 0.005 0815 540 483.00
CZ = QuickLock .L =QuickStart /;/5‘\ =Waterproof acc. IP %= =Data output 1"‘ =DIN 89 ;



