A

HELIOS - PREISSER

0822 Disc micrometers A

Model Delivery

= Factory standard = Wooden case
* Reading: 0.01 mm

= Carbide measuring faces

= Ratchet stop

= Disc dia. 60 mm

* Malleable cast iron frame,

lacquered
P | Z4 Measuring range Pitch Spindle dia. Thimble dia. Order no. List price
mm mm mm mm EUR
Frame depth 50 mm
0-15 1 6.5 20 0822 301 91.00
0-25 1 6.5 20 0822 302 138.00
0-50 1 6.5 20 0822 303 254.00
Frame depth 100 mm
| 0-50 \ 1 \ 65 \ 20 0822304 |  416.00

7/
DIN
8633
Model
= DIN 863-3 = Malleable cast iron frame.
= Reading: 0.01 mm lacquered
= Reading parts are satin
chrome finished Delivery
= Ratchet stop
= Hardened measuring = Cardboard box
faces
M4 | % | Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR
Ball dia. 2.5 mm
| ] 0-15 \ 05 \ 6.5 \ 20 \ 0.001 | 0824302 |  174.00
Ball dia. 6.5 mm
| ] 0-25 \ 05 \ 65 \ 20 \ 0.001 | 0824303 |  176.00
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