<INSIZE>

BORE GAGE SETS

ATTENTION: NOT SUITABLE
FOR 0.001MM DIAL INDICATORS

packaging (code 2824-S3)

m Optional accessory: 2824-S3

setting ring (code 6312)

Indicator Bore gages included Accuracy Repeatability
e @ 35-50mm (dial indicator and
dial indicator, code 2308-10FA % 35-50mm +0.018mm
ZREEI180 | 35-160mm range 10mm, graduation 0.01mm @gg_ﬂ_?‘li% are not included) 50-160mm +0.018mm 0.005mm
mm
®18-35mm 18-35mm  £0.015mm

282483 | 18-160mm ?;I '2"1'3?““?;’ mr:{‘j‘uzai%ﬁ‘;"&‘:nm ®35-60mm (dial indicator is not included) | 35-60mm  +0.018mm | 0.003mm
9 8 : ®50-160mm (dial indicator is not included) | 50-160mm +0.018mm

 ATTENTION: NOT SUITABLE BORE GAGES
FOR 0.001MM DIAL INDICATORS

= Optional accessory: setting ring (code 6312)

(mm)

35-60mm 128 | 22 9 |13] 27 |41]| 75

50-160mm 128 1285|192 |13 | 35 | 141|762
160-250mm | 14.5 | 62.0 [12.7| 15 | 745 | 381 | 100
250-450mm | 14.5 | 91.5 |15.0| 15 |101.5| 391 | 100

Code Range Indicator Accuracy Repeatability
2827-60A 35-60mm dial indicator +0.018mm 0.003mm
2827-160A | 50-160mm code 2308-10FA +0.018mm 0.003mm
2827-250A | 160-250mm | range 10mm, +0.018mm 0.003mm
2827-450A | 250-450mm | 9raduation 0.01mm ™o o3gmm | 0.008mm

ATTENTION: NOT SUITABLE a BORE GAGE
FOR 0.001MM DIAL INDICATORS
SR2.5 Unit: mm
anvil {ceramic)
391
pus
f
2828-800A

Code Range Indicator Accuracy Repeatability

2828-800A | 400-800mm dial indicator code 2308-10FA, range 10mm, graduation 0.01mm #0.025mm 0.003mm




