CINSIZE>

THICKNESS GAGES

Code Range Graduation Accuracy L
2862-101 | 0-10mm | 0.05mm +0.1mm | 35| 85
2862-102 | 0-10mm 0.05mm +0.1mm | 60 | 110

THICKNESS GAGE -

Code Range Graduation Accuracy
2863-10 0-10mm 0.05mm +0.1mm

THICKNESS GAGE WITH POINTED TIPS

= Pointed tips fit into
small grooves and recesses

Code Range Graduation Accuracy
2866-10 0-10mm 0.05mm +0.1mm
DIAL SNAP GAGES

retracting stroke: 6mm

-
dial indicator
is not included
retracting handle
3337-40
= For quick Go/No-Go judgement .
= Carbide measuring faces Tokacting stroke: Gmen
= Height of support is adjustable 5
= Optional accessory: o w . a T T
dial indicators (granduation 0.001mm)
and digital indicators
(resolution 0.001mm) I:l:::t":dn:::ﬁ::;d
retracting handle

Code ELLT Parallelism of measuring faces Retracting stroke 3337-60
3337-40 | 0-40mm 1um Bmm
3337-60 | 0-60mm 3um 6mm jaw type measuring tips
Unit mm
= 40
£ -
Stand (optional) P
Code o ]
3337-STAND | 120 3337-STAND
A\ A

125 @




