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MICROMETER MEASURING FORCE DETECTOR

Unit: mm

= For outside micrometers
0-25mm/0-1", 25-50mm/1-2", | !
50-75mm/2-3" and 75-100mm/3-4" >

Code Measuring force ﬁﬁ ﬁ{
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OPTICAL PARALLELS
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m Check the flatness and parallelism of measuring faces of micrometer
= Flatness of A and B: 0.03um
= Parallelism between A and B: 0.6pm 4184-41A
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Parallels included (b) Applicable micrometer ®

418441A | 15.62mm, 15.75mm, 15.87mm, 16.00mm | 30mm 0-25mm
4184-42A | 40.62mm, 40.75mm, 40.87mm, 41.00mm | 30mm 25-50mm
4184-43B | 65.62mm, 65.75mm, 65.87mm, 66.00mm | 40mm 50-756mm &
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418444B | 90.62mm, 90.75mm, 90.87mm, 91.00mm | 50mm 75-100mm

MICROMETER STAND

Unit: mm
0-20

= Suitable for micrometers
up to 100mm

6301 ==

m Suitable for inside
micrometers

Code Description Applicable products
63011 | clamp forinside micrometers all sizes of 3220 series 6301-1

= Suitable for three points
internal micrometers

Code Description Applicable products
6301-2 clampfor three pointsintemnal micrometers upto100mm of 3127 and 3227 series 6301-2
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