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Whitworth thread insert
Whitworth Rohrgewinde

ISO 228:1:1982,
DIN 259, B.S.84:1956
tolerances:Medium class A
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Type - Typ Dimension (mm) Grade - Sorte
Abmessung
Right hand Left hand Pitch-Steigung S e od YBG201
Rechtsausflihrung Linksausfiihrung (T.P.i) : R L
RT16.01W-8W LT16.01W-8W 8 3.97 9.525 4.4 ° °
s RT16.01W-9W LT16.01W-9W 9 3.97 9.525 4.4 ° °
3 RT16.01W-10W LT16.01W-10W 10 3.97 9.525 4.4 ° °
;m RT16.01W-11W LT16.01W-11W 1 3.97 9.525 4.4 ) )
(=
c § RT16.01W-12W LT16.01W-12W 12 3.97 9.525 4.4 ° °
x
_OCJ L RT16.01W-14W LT16.01W-14W 14 3.97 9.525 4.4 ° °
g RT16.01W-16W LT16.01W-16W 16 3.97 9.525 4.4 ° )
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Type - T Dimension (mm} Grade - Sorte
yp yp Abmessung
Right hand Left hand Pitch-Steigung S e od YBG201
Rechtsausfiihrung Linksausfiihrung (T.P.i) : R L
RT16.01N-8W LT16.01N-8W 8 3.97 9.525 4.4 ° [
RT16.01N-9W LT16.01N-9W 9 3.97 9.525 4.4 ° °
(=
qé RT16.01N-10W LT16.01N-10W 10 3.97 9.525 4.4 ° °
:m RT16.01N-11W LT16.01N-11W 1 3.97 9.525 4.4 ° °
c
..GE’ RT16.01N-12W LT16.01N-12W 12 3.97 9.525 4.4 ) )
a RT16.01N-14W LT16.01N-14W 14 3.97 9.525 4.4 ° [
RT16.01N-16W LT16.01N-16W 16 3.97 9.525 4.4 ° °
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